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Disponible
· Ref: MAD48 
· MAD48 MALCOTT'S Dipolo HF 40-80 metros Longitud total del hilo (20 m), Potencia maxima 1.000 W 
Más info 
· 82,45€ 
· IVA no incluido
· 
· 
· 
Descripción 
z 
		MAD48 MALCOTT'S Dipolo HF 40-80 metros 
Longitud total del hilo (20 m), 
Potencia maxima 1.000 W P.E.P.
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	MAD48 MALCOTT'S Dipolo HF 40-80 metros 
Longitud total del hilo (20 m), 
Potencia maxima 1.000 W P.E.P.
Inclinacion 35 º
Impedancia 50 ohmios
Estacionarias 1:1 a 1:4 maximo
Conector PL hembra
Trampas son inductivas
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Dipole in “F” fundamental 40-80m - adjustable -

Assembling

Couple the central of the dipole to the support pole using the supplied stirrup.

The pole must be high enough o that you can stretch the sides of the dipole with an inclination of 35 ° ar
the ends of the tips must be 2 meters above the ground.

Your dipole is pre-tasted anyway we recommend you should make the testing (SWR).

40 meters = act onthe length of the cable using the cable you have near the plastic traps, then tape the.
remaining cable With PVC tape before each test.

80meters= acton-thedength by loosening the clamps placed near the isolators of the branches.

The calibrations must be carried out symmetrically on both arms of the dipole.

In order to increase the frequency you must shorten the dipole, to decrease the frequency you must
lengthen the dipole.

The frequency rises even when you rise the dipole from the ground floor, the inclination angle of the arr
acts on the impedance.

Features

Impedance  520hm Traps: inductive system
Length 20 meters Arm inclination: 35 degrees
Power: 1000w pep MaxSWR:  1:1to1:4 max

Connector: 50239
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