	Palstar AT-2K Acoplador de Antena  con medidor. Potencia maxima  2000 Watios 
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+ Potencia 2000W PEP | Power rating 2000W PEP

» Rango de impedancia de 20 a 15000, 160m a 10m (teniendo en cuenta la carga de resistencia)
Impedance Range 20 to 15000, 160m to 10m (assuming resistive load)

'+ Capacidad minima (400p1) mediante condensadores variables de 45KV
Low minimum Custom (400p1) variable capacitors at 4.5V

 Inductor clindrico de ceramica de 18 5kV.
18uH 5KV ceramic body roller inductor

« Inductor clindrico plateado accionado mediante manivela

Silver plated inductor wheel shaft and contactsiheel

 Balun de ferita 41  Ferrite 4:1 curfant balun

+ Relé 100H para dar conexion a inductor de 160m.
104 relay switched add-on inductor for 160m.

"+ Medidor agujss cruzadas con relrOIUMINACIon (se SUmInIstra con transformador de pored)

Cross-needle metering with backlight (wall ransformer included)

+ Pane frontaly cublerta superior pintados en polvo / Powdercoated front panel and top cover

 Dimensiones (A1 x A x Dial: 127 X 37 X 34,30 cm (aprox.) / DiMmensions (H x W x Deep): 12.7 x 37 x 3430 cm (approx.)

+ Peso: 7,70kg (aprox.) | Weight: 7.70 kg (approx.)





